
The Viking Bowl is the perfect choice for dry chemical dispensing in commercial kitchens. The bowl will 
accommodate both encapsulated powder or solid chemical products. There are two versions for dish machines 
detergent and rinse. A third version can accommodate dispensing pot and pan detergent and other chemicals into 
two and three compartment sinks.

kitchen & food 
service solutions:

viking bowl

5801V
Sink Bowl

Spray Guard Closed
No Chemical Capsule

Spray Guard Open
Chemical Capsule Installed

Spray Assembly
Easy to Remove for Cleaning

Features & Benefits
Accepts 6 inch diameter chemical capsules

Durable polypropylene molded body

Molded in flood line indicates proper mounting of the vacuum 

breaker, meets ASSE 1001 standard

Plastic or brass vacuum breaker

Spray and strainer mesh assembly, easy to remove for cleaning

Large label space available for custom branding

Mounting hardware included
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5801V.RB.4 Rinse Bowl Features & Benefits
¼” plastic compression water supply connection and outlet

24VDC solenoid valve, prewired and ready to use with the DEMA Pinnacle Pro, 

Pinnacle, Px, Titan II or Nitro warewash dispensing systems

Polyethylene reservoir with float switch, maintains 4 ounces of liquid rinse 

automatically

MODEL NUMBER

Viking Bowl with plastic vacuum breaker
Viking Bowl with solenoid and level control 

Viking Bowl with ball valve and plastic vacuum breaker

Detergent & Rinse Bowls
5801V
5801V.RB.4
Manual Bowls
5801V.BV

DESCRIPTION

5801V Detergent Bowl Features & Benefits
¼” plastic compression water supply connection

Plastic or brass vacuum breaker

Universal mounting bracket allows detergent bowl on 

top of dish machine

5801V.BV  Manual Bowl Features & Benefits

Diverter Valve Molded Flood Line
Shows acceptable distance to

vacuum breaker

Meets 
ASSE 1001 
standard

Add .B to the end of part number for plated brass vacuum breaker
Other configurations available, contact DEMA customer service for details

58.106.1
Universal Mounting Bracket Accessory

(Mounts on top of dishmachine)

Easy to service ball valve

Garden hose water connection is standard

3/8” brass compression or 3/8” Push-on fitting water connections are available

Diverter valve controls water flow to chemical

Available with plated brass vacuum breaker


